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JX-M59 
 

INSTRUCTION MANUAL 
 

Please read this manual carefully before operating and save it for future reference. 
 
 

HAVE A QUESTION? PLEASE VISIT WWW.jWIN.COM 
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MAINTENANCE TROUBLESHOOTING GUIDE AND SPECIFICATIONS 
 
Cleaning the Unit 
1. The finish on the unit may be cleaned with a dust cloth and cared for as other furniture, 

Use caution when cleaning and wiping the plastic parts. 
2. If the cabinets become dusty wipe them with a soft dry dust cloth. Do not use any wax or 

polish sprays on the cabinets. 
3. If the front panel becomes dirty or smudged with fingerprints it may be cleaned with a soft 

cloth slightly dampened with a mild soap and water solution. Never use abrasive cloths or 
polishes as these will damage the finish of your unit. 

 
Caution: never allow any water or other liquids to get inside the unit while cleaning.  
 
Troubleshooting Guide 
If you experience difficulties in the use of this unit, please check the following before calling for 
Customer Service. 

• Noise or distorted sound when playing the radio. 
o Radio station may not be properly tuned. Tune to desired radio frequency 

again.  
o The radio signal is weak. Reposition the unit for better reception. 

• No radio sound 
o Radio may not be turned on, Turn the VOLUME/ON/OFF knob clockwise 

until you hear a click. 
o Batteries may not be installed. Install four (4) fresh AA batteries in the 

battery compartment. 
• Alarm does not go off at set time 

o The alarm setting may not be on. Follow instructions for setting the alarm 
and putting it in the set mode. 

o Time may not be set properly. Check the time settings of the Alarm. 
o AM or PM may not be chosen properly. Make sure that you choose AM or 

PM according to your need. 
 
Specifications 
• AM: 530kHz – 1710kHz, FM: 88MHz – 108MHz 
• Power Requirement 

Batteries: 6V (4 x “AA” batteries, not included) 
• Unit Dimensions (W x H x D): Approx. 8” x 6.5” x 1.2” (203mm x 165mm x 30mm) 
• Unit Weight: Approx. 0.64 lbs (0.29 kg) 
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USER SAFETY GUIDE 
 
IMPORTANT SAFETY PRECAUTIONS 
1. This unit has been constructed to resist mild steam and light splashes from the shower or 

bath only. It should not be operated under running water and under no circumstances 
should it be fully immersed in water. 

2. If the unit is not to be used for a long period of time, make sure that all power sources are 
disconnected from the unit. Remove all batteries from the battery compartment. 

 

 

Dispose of old batteries safely. Do not throw them into a fire. 

 
IMPORTANT SAFETY INSTRUCTIONS 
1. READ INSTRUCTIONS - All the safety and operating instructions should be read before 

the appliance is operated. 
2. RETAIN INSTRUCTIONS - The safety and operating instructions should be retained in a 

secure place for future reference. 
3. HEED WARNINGS - All warnings on the appliance and in the operating instructions 

should be observed. 
4. FOLLOW INSTRUCTIONS - All operating and use instructions should be followed. 
5. HEAT - The appliance should be situated away from heat sources such as radiators, heat 

registers, stoves, or other appliances (including amplifiers) that produce heat. 
6. POWER SOURCES - The appliance should be connected to a power supply only of the 

type described in the operating instructions or as marked on the appliance. 
7. CLEANING - The appliance should be cleaned with a dry cloth. 
8. OBJECT AND LIQUID ENTRY - Care should be taken so that objects do not fall and 

liquids are not spilled into the device’s openings. 
9. CARTS AND STANDS - The appliance should be used only with a 

cart or stand that is recommended by the manufacturer. An appliance 
and cart combination should be moved with care. Quick stops, 
excessive force, and uneven surfaces may cause the appliance and 
cart combination to overturn 

10. DAMAGE REQUIRING SERVICE - The appliance should be serviced by qualified service 
professional when: 

a. Objects have fallen into, or liquid has been spilled into the appliance’s apertures. 
b. The appliance has been exposed to rain. 
c. The appliance has been dropped and suffered damage. 
d. The appliance does not appear to operate normally, or exhibits a change in 

performance. 
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USER SAFETY GUIDE 
 
IMPORTANT SAFETY INSTRUCTIONS – CONTINUED 
11. SERVICING - The user should not attempt to service the appliance beyond that described 

in the user's operating instructions. All other servicing should be referred to qualified 
service professional. 

12. BATTERY USAGE – To prevent battery leakage, which may result in bodily injury, 
property damage or damage to the unit, follow these instructions: 

a. Install all batteries correctly according to the polarity (+ -) as marked on the unit. 
b. Do not mix old and new batteries, carbon and alkaline, etc. 
c. Remove batteries from the unit when the device will not be used for an 

extended period of time. 
13. LEAD AND MERCURY - This product may contain lead and/or mercury. Disposal of these 

materials may be regulated by your local authorities due to environmental considerations. 
For more detailed disposal or recycling information, please contact your local authorities or 
the EIA (Electronic Industries Alliance) – http://www.eiae.org 

 
IMPORTANT NOTES 
1. Do not attempt to clean the unit with chemical solvents as this might damage the finish. 

Use a clean, dry cloth. 
2. Keep this manual in a safe place for future reference. 
 
 
You can help to protect the environment! 
Please remember to respect the local regulations: Hand in the non-working 
electrical equipment to an appropriate waste disposal center. 
 
 
TO A USER IN USA 
This equipment has been tested and found to comply with the limits for a Radio Receiver, 
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This equipment generates, 
uses, and can radiate radio frequency energy and, if not installed and used in accordance with 
the instructions, may cause harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which can be determined by turning 
the equipment off and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 
- Reorient or relocate the receiving antenna. 
- Increase the separation between the equipment and receiver. 
- Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 
- If necessary, consult the dealer or an experienced radio / TV technician for additional 

suggestions. 
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OPERATIONAL INSTRUCTIONS 
 

Setting the Clock 

1. Press the MODE button four (4) times. The month will appear on the LCD screen 
2. Press the SET button to select the month and press the MODE button to confirm. 
3. With each confirmed setting, the setting mode will advance: date, hour, minute. 
4. Follow the same procedure to set each function. 
5. Press the SET button to save all settings and return to normal mode. 
 

Setting the Alarm 

1. Press the MODE button once. “AL” will appear on the bottom left corner of the LCD screen 
and the time will blink. 

2. Press the SET button repeatedly to choose from the following 
a. Alarm mode only 
b. Alarm and Hourly Beep modes 
c. Hourly Beep mode only 
d. No Alarm or Beep 

3. Press the MODE button to select the hour. 
4. Press the SET button repeatedly to set the hour. 
5. Repeat the above process to set the minute. 
6. Press the MODE button to set the alarm time. 
7. Press the MODE or SET button to turn off the alarm. 
8. Choose the 2-d to disable the Alarm or Beep. 

Listening to the Radio  

1. Turn the VOLUME/ON/OFF knob clockwise until you hear a click. 
2. Adjust the volume using the VOLUME/ON/OFF knob. Find a comfortable listening level. 
3. Press either AM and FM buttons to select a radio band. 
4. Adjust the TUNING knob to obtain the desired radio station. 
5. To turn off the radio, turn the VOLUME/ON/OFF knob counter clockwise until you hear a 

click. 
 

Tips for Getting Better Reception 

1. This unit has the built-in AM/FM antennas. Thus, an external FM wire antenna is not required 
to be installed on this unit to receive the FM radio. However, if you reside in the poor reception 
area and want to enhance the FM radio reception more, you might move and rotate the unit 
for better reception.  

2. To get better AM radio reception, be sure to place the unit vertically and reposition it if there 
are noises on the AM station. 
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GETTING STARTED 
 
Location of Controls on the Main Unit 

 
               

1. Mode button 6. Tuning knob 11. Battery door open knob 
2. Set button 7. Power On/Off/Volume knob 12. Speaker 
3. Clock display 8. Mirror  13. Table Stand 
4. AM band button 9. Nylon (rope) hanger  
5. FM band button 10. Battery door  
 
Using the Stand for the Desktop Use 
To place this unit on the desktop, simply pull the 
integrated stand out and gently place it on your desktop.  
 
 
 
Installing batteries  
This unit operates on 4 “AA” (or UM-3) batteries (not 
included). 
1. Open the BATTERY COMPARTMENT door by rotating 

the tab and lift up the lid. The BATTERY 
COMPARTMENT is located on the back of the unit.  

2. Insert 4 “AA” alkaline batteries, following the polarity 
(+/-) as indicated inside the BATTERY 
COMPARTMENT. 

3. Close the BATTERY COMPARTMENT cover. 
 
Important Note: Please protect the environment. Dispose of old batteries properly throw the 
according to your local regulations. 
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USER SAFETY GUIDE 
 
 
COMPLIANCE OF FCC RULE 
This device complies with Part 15 of the FCC Rules. Operation is subject to the condition that 
this device does not cause harmful interference. 
 
Note: Changes or modifications not expressly approved by the party responsible for 
compliance could void the user’s authority to operate the equipment. 
 
 

SPLASH RESISTANCE 

This unit has been constructed to resist mild steam and light splashes from the shower or bath 
only. It should not be operated under running water and under no circumstances should it be 
fully immersed in water. This unit isn’t a water-resistant device. 
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GETTING STARTED 
 
Thank you for purchasing JX-M59. Unpack the package and make sure all the accessories and 
main unit are put aside so they will not be lost. We recommend that you retain the original 
carton and packaging materials for future use, should you transport or ship the unit in the future. 
 
Splash-proof AM / FM radio with alarm clock 
• Splash-proof design with circular mirror on the front  
• Completely self-contained for portable operation 
• Liquid crystal display (LCD) 
• Integrated AM / FM radio  
• Clock display with alarm function 
• Built-in speaker and stand 
 
In the Box 
• Splash-proof Mirror with AM / FM Radio 
• Suction Cups 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


